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APPLICATIONS 
A general purpose anti-vibration mount with secondary isolation 
capabilities.  

 
DESCRIPTION 

The mount is divided into parts: an accelerator unit; and a decelerator 
unit.  
 
The mounting consists of metal parts of Aluminium Silicon Bronze and 
Rubber to MOD Standard 02-82. 
 
Exposed rubber is protected with special flexible red paint to MOD 
Specification NPL 100. 

Accelerator Unit    
 

Caparo 
Dynamics 
Part No. 

NATO 
Stock Number 

Nominal 
Load kg  

Load 
Range kg 

Dimensions 

TYPE ‘L’  A B C D 

15/101 5340-99-541-2542 9 9 - 11 45 70 35 9.5 
15/102 5340-99-541-2543 14 14 - 20 49 76 37 11.5 
15/103 5340-99-541-2544 18 16 - 20 57 89 40 14.0 
15/104 5340-99-541-2545 27 25 - 27 59 92 41 14.0 
15/105 5340-99-541-2546 45 34 - 45 70 105 49 14.0 
15/106 5340-99-541-2547 68 57 - 73 83 124 57 17.5 
15/107 5340-99-541-2548 113 95 - 130 89 130 59 21.5 

TYPE ‘M’      

15/108 5340-99-531-8247 450 340 - 450 168 130 59 21.0 

 

Decelerator Unit   
 

Caparo 
Dynamics 
Part No. 

NATO 
Stock Number 

Dimensions 

TYPE ‘L’  E F G H 

15/111 5340-99-541-2549 51 16 32 32 
15/112 5340-99-541-2550 51 16 33 32 
15/113 5340-99-541-2551 57 19 37 38 
15/114 5340-99-541-2552 57 19 38 38 
15/115 5340-99-541-2553 67 19 40 45 
15/116 5340-99-541-2554 67 19 43 45 
15/117 5340-99-541-2555 70 19 44.5 48 

TYPE ‘M’     

15/118 5340-99-531-8248 83 19 44.5 45 

 

CLEARANCE HOLES TO 
SUIT BOLT SIZES: 
9 and 14 kg – M6 
18, 27, and 45 kg – M10 
68 and 113 kg – M12 
Type ‘M’ 450 kg – M12 
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MOUNTING ARRANGEMENT #1 

MOUNTING ARRANGEMENT #2 


