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APPLICATION 
Vibration isolation mounts for use in vehicles. Can be used to 
mount engines, and associated equipment. The mounts can 
also be used in static applications to mount machinery.  
 
The mounts provide a stable mounting method, reducing the 
tendency for mounted items to tilt. 
 
DESCRIPTION 
The cone mount series consist of a natural  rubber resilient 
element set between two metal cones. Top and bottom 
washers are supplied to prevent excessive deflections.  

Type IRHD 40 45 50 60 70 Approx. 
weight (g) 

00 Part No. 
Load (kg) 

 15/421 
25 

 15/422 
50 

15/423 
75 

126 

10 Part No. 
Load (kg) 

 15/424 
75 

 15/425 
140 

15/426 
210 

406 

20 Part No. 
Load (kg) 

 15/247 
120 

 15/428 
200 

15/429 
330 

554 

30 Part No. 
Load (kg) 

15/430 
140 

 15/431 
190 

15/432 
300 

 1167 

35 Part No. 
Load (kg) 

 15/433 
200 

15/434 
320 

15/435 
450 

15/436 
760 

1328 
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Type 00 Type 10 Type 20 Type 30 

Type 35 

95 
16.8 
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Type IRHD 45 50 60 70 
Approx. 

weight (g) 

01 Part No. 
Load (kg) 

15/437 
40 

 15/438 
70 

15/439 
105 

128 

02 Part No. 
Load (kg) 

15/440 
50 

 15/441 
90 

 132 

11 Part No. 
Load (kg) 

15/442 
100 

 15/443 
180 

15/444 
270 

409 

21 Part No. 
Load (kg) 

15/445 
180 

 15/446 
300 

15/447 
550 

560 

31 Part No. 
Load (kg) 

 15/448 
310 

15/449 
500 

15/450 
960 

1188 

36 Part No. 
Load (kg) 

15/451 
400 

 15/452 
700 

15/453 
1100 

1410 

 

2/3 

 

Type 01 Type 02 Type 11 

Type 21 Type 31 Type 36 

Due to a policy of continuous development and improvement, product specifications can alter without notice. 
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Type IRHD 45 60 70 Approx. 
weight (g) 

40 Part No. 
Load (kg) 

15/454 
420 

15/455 
690 

15/456 
1080 1216 

60 Part No. 
Load (kg) 

15/457 
900 

15/458 
1250 

15/459 
1560 

1821 

70 Part No. 
Load (kg) 

15/460 
1000 

15/461 
2100 

15/462 
2500 3450 
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Type 40 

Type 60 

Type 70 

Lo
ad

, k
g 

Lo
ad

, k
g 

Deflection, mm Deflection, mm 

Due to a policy of continuous development and improvement, product specifications can alter without notice. 


