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APPLICATIONS 
 
Vibration isolation of: 

·  Medium and High Frequency motor/ compressor units 
·  Generator sets 
·  Hydraulic units 
·  Fans and Blowers 
·  Transformers 
·  Racking Systems 
·  Shipboard systems 

 
DESCRIPTION 
 
The cup mount series consist of elastic elements between a base pedestal and an 
outer cup. The outer cup provides protection for the rubber from oil, grease, petrol, 
diesel, and other contaminants. Sizes 5, 6 and 7 are captive designs, making them 
particular suitable for applications where shock or overloads may be present, for 
example mobile and marine applications. 

Size IRHD 45 60 75 A B B1 C D E F G Weight 
(g) 

1 Part No. 
Load (kg) 

15/701 
50 

15/702 
75 

15/703 
100 

50 30  M8 50 7 67 16 143 

2 Part No. 
Load (kg) 

15/704 
70 

15/705 
120 

15/706 
175 

74 42 53 M10 72 9 90 32 379 

3 Part No. 
Load (kg) 

15/707 
140 

15/708 
200 

15/709 
300 

92 53 63 M12 90 11 114 36 618 

4 Part No. 
Load (kg) 

15/710 
300 

15/711 
500 

15/712 
800 

124 75 94 M16 114 13 144 60 1510 

5 Part No. 
Load (kg) 

15/713 
80 

15/714 
100 

15/715 
150 

50 28  M8 50 6 60  171 

6 Part No. 
Load (kg) 

15/716 
180 

15/717 
240 

15/718 
300 

76 38  M10 63.5 6.7 76  524 

7 Part No. 
Load (kg) 

15/719 
170 

15/720 
300 

15/721 
450 

90 51  M12 90 11 114  971 
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Size 1 Size 2 - 4 Size 5 - 7 

Caparo Dynamics, P.O. Box 36,   Corngreaves Road,   Cradley Heath,   West Midlands,  B64 7DQ,   United Kingdom 
Telephone: +44 (0)1384 563220 Fax: +44 (0)1384 563225  sales@caparo-dynamics.com   www.caparo-dynamics.com 
Due to a policy of continuous development and improvement, product specifications can alter without notice. 
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Size 4, 75 

Size 4, 60 

Size 3,  
   75 

Size 4, 45 

Size 2, 
      75 

Size 3, 
    60 

Size 2, 
    60 

Size 1, 
    75 

Size 3, 
   45 

Size 2, 45 

Size 1, 45 

Size 1,  
60 

Size 4, 75 

Size 4, 60 

Size 3, 75 Size 4, 45 

Size 3, 
60 

Size 3, 45 

Size 2, 45 

Size 1, 45 

Size 2, 
60 

Size 1, 
60 

Size 1, 
75 

Size 2, 
75 

Size 7, 75 
Size 6, 75 

Size 5, 75 

Size 7, 60 

Size 6, 60 

Size 6, 45 

Size 7, 45 

Size 5, 60 

Size 5, 45 

Size 7, 75 

Size 6, 75 

Size 7, 60 

Size 6, 60 

Size 6, 45 

Size 7, 45 

Size 5, 45 

Size 5, 60 

Size 5, 
75 

Natural Frequency, Hz Deflection, mm 

Natural Frequency, Hz Deflection, mm 
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Due to a policy of continuous development and improvement, product specifications can alter without notice. 


